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144.00

Weld seam (Typ)
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21.00

79.00

0.150

482.00

40'-2"

59.00

0.150

59.00

0.150

59.00

0.150

59.00

0.150

59.00

0.150

59.00

0.150

59.00

0.150

372.00

42.00

6" hole (flanged)

Lifting eyes (4) 

6" flange

3" hole (flanged)

24" Man way 

with center 

breather vent

24" vent

18" man way 

with two 3" 

pipe risers

10.00

Doorway on side of skirt

79.00

7.00

36.00

3/8" X 3" X 3" angle iron support 

ring inside of skirt welded solid 

top & bottom all 360°

100.00

Tank skirt48.5° +/-

Manufactured by A. O. Smith Engineered Storage Products Co in 2000

Compacted density 32 PCF. Designed for “Funnel” flow loads

Max operating pressure 2.0 oz/sq in  Vacuum 0.5 oz/sq in

Shipping weight is approximately 13,000 LBS

NOTE: All dimensions and measurements may not be exact and are for reference only. 

All thicknesses were obtained using a Olympus Ultrasonic thickness tester. Page 1

3,480 CU FT STAINLESS STEEL SILO
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42.00

30.0°

Typ

Lifting eyes
(See detail page 3) 

Hand rail/Kick plate location-
12 total 

(see page 3 for detail)
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9.00

32.00

Side wall of silo

6.00

½” thick steel plate

1 ½” hole

Top of silo

Lifting eyes are welded on 
top and inside of silo

6.00

4.00

2.50 2.50

2.00

Kick plate support brackets (12)

¼” steel plate

Lifting eyes (4)
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